Fastener Schedule* DF Allowable Loads (Lbs.) S-P-FAllowable Loads (Lbs.)
Header Joist Solid Sawn Header Solid Sawn Header
- Download? Download?
Hanger | Min/ | Top | Face Uplift' Uplift'
Installation Type | Widths | Max | aty | oty | Type | aty|  Type 100% | 115% | 125% | 160% [ 100% | 115% | 125% | 160%
' | 'Min| 6 | — | 1od| 6 | 1odx1-1/2 | 2405 | 2405 | 2405 180 1955 | 2035 | 2035 140
1978 Max | 6 | 2 | 10d | 6 | 10dx1-12 | 2625 | 2625 | 2625 380 1955 | 2040 | 2095 300
Min | 6 | - | 10d | 6 | 10dx1-1/2 | 2405 | 2405 | 2405 180 2020 | 2020 | 2020 140
Without 5/8" 1198 Max | 6 | 2 | 10d | 6 | 10dx1-12 | 2625 | 2625 | 2625 380 2170 | 2220 | 2220 295
gypsum Min | 6 | - | 10d | 6 | 10dx1-1/2 | 2405 | 2405 | 2405 180 140
wallboard or 2-1/8 2020 | 2020 | 2020
structural Max | 6 | 2 | 10d | 6 | 10dx1-12 | 2625 | 2625 | 2625 380 295
Bfigathing 03810 | Min | 6 | — | 10d | 6 | 10dx1-1/2 | 2405 | 2405 | 2405 180 2015 | 2015 | 2015 140
2916 | max | 6 | 2 | 10d | 6 | 10dx1-1/2 | 2625 | 2625 | 2625 380 210 | 2210 | 2210 205
Min | 6 | - | 10d | 6 | 10dx1-1/2 | 2405 | 2405 | 2405 180 2005 | 2005 | 2005 135
9716 Max | 6 | 2 | 10d | 6 | 10dx1-12 | 2625 | 2625 | 2625 380 2200 | 2200 | 2200 295
Min | 6 | - | 10d | 6 | 10dx1-1/2 | 2405 | 2405 | 2405 180 1955 | 2035 | 2035 140
19 Max | 6 | 2 | 10d | 6  10dx1-12 | 2625 | 2625 | 2625 380 1955 | 2040 | 2095 300
Min | 6 | - | 10d | 6 | 10dx1-1/2 | 2405 | 2405 | 2405 180 2020 | 2020 | 2020 140
11918 Max | 6 | 2 | 10d | 6  10dx1-12 | 2625 | 2625 | 2625 380 270 | 2220 | 2220 295
After (1) layer
of 578" gypsum pyg (M| 6| = | 10d| 6| 10dx1-12| 2405 | 2405 | 2405 180 w20 | 2020 | 2020 140
m:{::’:gd is Max | 6 | 2 | 10d | 6  10dx1-12 | 2625 | 2625 | 2625 380 295
.38t | Min | 6 | - | 10d | 6 | 10dx1-1/2 | 2405 | 2405 | 2405 180 2015 | 2015 | 2015 140
2916 | Max | 6 | 2 | 10d | 6  10dx1-1/2 | 2625 | 2625 | 2625 380 210 | 2210 | 2210 295
Min | 6 - | 10d | 6 | 10dx1-1/2 | 2405 | 2405 | 2405 180 2005 | 2005 | 2005 135
9716 Max | 6 | 2 | 10d | 6  10dx1-12 | 2625 | 2625 | 2625 380 2200 | 2200 | 2200 295
Min | 6 | - | 10d | 6 | 10dx1-1/2 | 2405 | 2405 | 2405 180 1955 | 2035 | 2035 140
19718 Max | 6 | 2 | 10d | 6 | 10dx1-12 | 2625 | 2625 | 2625 380 1955 | 2040 | 2095 300
Min | 6 | - | 10d | 6 | 10dx1-1/2 | 2405 | 2405 | 2405 180 2020 | 2020 | 2020 140
118 Max | 6 | 2 | 10d | 6 | 10dx1-12 | 2625 | 2625 | 2625 380 2170 | 2220 | 2220 295
After (2) layers
of 5/8" gypsum pyg | Mn| 6| - | 10d| 6| 10dx1-12| 2405 | 2405 | 2405 180 w20 | 2020 | 2020 140
x:i:?:dfd are Max | 6 | 2 | 10d | 6 | 10dx1-12 | 2625 | 2625 | 2625 380 295
0.3/8t | Min | 6 | - | 10d | 6 | 10dx1-1/2 | 2405 | 2405 | 2405 180 2015 | 2015 | 2015 140
2916 | max | 6 | 2 | 10d | 6 | 10dx1-1/2 | 2625 | 2625 | 2625 380 210 | 2210 | 2210 295
Min | 6 | - | 10d | 6 | 10dx1-1/2 | 2405 | 2405 | 2405 180 2005 | 2005 | 2005 135
9716 Max | 6 | 2 | 10d | 6 | 10dx1-12 | 2625 | 2625 | 2625 380 2200 | 2200 | 2200 295
Min | 6 | - | 10d | 6 | 10dx1-1/2 | 2405 | 2405 | 2405 180 1955 | 2035 | 2035 140
198 Max | 6 | 2 | 10d | 6  10dx1-12 | 2625 | 2625 | 2625 380 1955 | 2040 | 2095 300
Min | 6 | - | 10d | 6 | 10dx1-1/2 | 2405 | 2405 | 2405 180 2020 | 2020 | 2020 140
Two-sided after 11918 Max | 6 | 2 | 10d | 6  10dx1-12 | 2625 | 2625 | 2625 380 2070 | 2220 | 2220 295
(2) layers of 5/8" Min | 6 | - | 10d | 6 | 10dx1-12 | 2405 2405 2405 180 140
gypsum wallboard 2-1/8 2020 2020 2020
o T—— Max | 6 | 2 | 10d | 6  10dx1-12 | 2625 | 2625 | 2625 380 295
(i, 2@ el 3/8t | Min | 6 | ~ | 10d | 6 | 10dx1-1/2 | 2405 | 2405 | 2405 | 180 | 2015 | 2015 | 2015 | 140
22916 | Max | 6 | 2 | 10d | 6  10dx1-1/2 | 2625 | 2625 | 2625 380 210 | 2210 | 2210 295
Min | 6 | - | 10d | 6 | 10dx1-1/2 | 2405 | 2405 | 2405 180 2005 | 2005 | 2005 135
9716 Max | 6 | 2 | 10d | 6  10dx1-12 | 2625 | 2625 | 2625 380 2200 | 2200 | 2200 295
Min | 6 | - | 10d | 6 | 10dx1-1/2 | 2405 | 2405 | 2405 180 1955 | 2035 | 2035 140
1978 Max | 6 | 2 | 10d | 6 | 10dx1-12 | 2625 | 2625 | 2625 380 1955 | 2040 | 2095 300
Min | 6 | - | 10d | 6 | 10dx1-1/2 | 2405 | 2405 | 2405 180 2020 | 2020 | 2020 140
After (1) layer of 1198 Max | 6 | 2 | 10d | 6 | 10dx1-12 | 2625 | 2625 | 2625 380 2170 | 2220 | 2220 295
structural sheathing Mn | 6 | - | 10d | 6 | 10dx1-1/2 | 2405 2405 | 2405 180 140
& (1) layer of 5/8" 2-1/8 2020 | 2020 | 2020
gypsum wallboard Max | 6 | 2 | 10d | 6 | 10dx1-12 | 2625 | 2625 | 2625 380 295
iSisialed 9381 | Min | 6 | — | 10d | 6 | 10dx1-12 | 2405 | 2405 | 2405 | 180 | 2015 | 2015 | 2015 | 140
2916 | max | 6 | 2 | 10d | 6 | 10dx1-1/2 | 2625 | 2625 | 2625 380 210 | 2210 | 2210 295
Min | 6 | - | 10d | 6 | 10dx1-1/2 | 2405 | 2405 | 2405 180 2005 | 2005 | 2005 135
9716 Max | 6 | 2 | 10d | 6 | 10dx1-12 | 2625 | 2625 | 2625 380 2200 | 2200 | 2200 295
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Uplift Loads have been increased 60% for wind or seismic loads; no further increase shall be permitted.
Allowable downloads require at least one 2x stud at each hanger location and 4 face nails into 2-ply top plate.
Web stiffeners are required on I-Joist applications. Install per I-Joist manufacturer specifications.

NAILS: 10d x 1-1/2 nails are 0.148" dia. x 1-1/2" long, 10d nails are 0.148" dia. x 3" long.




